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ANSI Z21.15a / CSA 9.1a (Gas Valves)•

01/17/23

Laboratory Products

 2 Saddleback Cove 

Architect/Engineering Specifications:

 Simi Valley, CA 

•

 www.tsbrass.com•
         Ph 800-476-4103 

Product Compliance:

•
 Travelers Rest, SC 29690 

Date: Fax 864-834-3518
•

• Ph 800-423-0150 

Job Name__________________________________

Variations Specified__________________________

 One Year (Limited)

Front Mounted Fume Hood Valve

TAG:

 

BL-4705-03

Date______________________________________

Warranty:

T&S BRASS AND BRONZE WORKS, INC.

Features & Benefits:

•

Model Specified________________Quantity_______

Performance Data:

Pressure: 125 psi max [8.62bar]•
Temperature: 32 F - 125 F [0.00 C - 51.67 C] •

 1 1/2"
38mm

 

15/16"
24mm

Maximum
Thicknes

Material:  Polished chrome plated brass body •

Fume hood steam valve w/ polished chrome plated brass •
     body & handle 
Internal floating stainless steel cone regulates steam flow as•

     handle is turned
Heat resistant black handle•
3/8” NPT female inlet and outlet•

Fume hood steam valve with polished chrome plated brass body, internal stainless steel cone, removable seat, heat resistant handle 
and 3/8” NPT female inlet and outlet.  Certified to ASME Z21.15a/CSA 9.1a.   
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