
Done w/ any T&S Stainless Steel

Screw Bushing onto

Installation Depicted May be

LocTite Provided

Place O-Ring Here

Bottom of Riser w/

Rigid Outlet is Required

(Sold Separately)
Swivel Base Faucet. 

In Swivel Base When
Place Lock Washer

Existing or New
3/8" NPT Riser

Insert Swivel Nut on Riser.
Insert Riser & Bushing into
Swivel Base Faucet. Then 
Lower Swivel Nut & Tighten
to Base Faucet.
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 Model Specified_____________________ Quantity______

Product Specifications:

Scale:

Model No.

Item No.

T&S BRASS AND BRONZE WORKS, INC.

09/15/21

EasyInstall Retro-Fit Kit, Stainless Steel

2 Saddleback Cove / P.O. Box 1088

 Contractor_______________________________________

 Customer/Wholesaler______________________________

DMH

SEZ-K 

Sheet:

Travelers Rest, SC: 800-476-4103 • Simi Valley, CA: 800-423-0150 • Fax: 864-834-3518 • www.tsbrass.com

JHBKJG Approved:

Travelers Rest, SC  29690

Date: 1:1

 Architect/Engineer_________________________________

Checked:Drawn:

         This Space for Architect/Engineer Approval

 Job Name__________________________Date_________

Product Compliance:

ASME A112.18.1 / CSA B125.1
NSF 61 - Section 9
NSF 372 (Low Lead Content)

EZ-K Includes One (1) Each:
EasyInstall Nut
EasyInstall Bushing
O-Ring
Lock Washer
LocTite Capsule
3/8" Hex Key




