
ECW-3150 SENSOR REPLACEMENT                          

INSTALLATION
1. Remove concealed outlet fl ow device (1) to expose 6mm hex opening in outlet body (2).
2. Cover sink drain with a paper towel. Remove and save set screw (3) from underside of spout using 1.5mm L-key (provided).
3. Remove outlet body (2) from spout.  If needed, push the braided hose up from below the sink.
4. Carefully unplug the sensor wire connector (4) from the sensor assembly (5).  Remove old sensor assembly (5) and clean off  any 

sealant from outlet body (2).
5. Apply a small amount of di-electric grease (included) into the new sensor assembly (5) socket.  Carefully plug sensor wire 

connector (4) into the socket.  Wipe away excess grease.
6. Apply a thin fi lm of silicone sealant to the bottom of the sensor assembly (5) and install onto outlet body (2).
7. Push outlet body into spout while gently pulling hose underneath sink down.  Do not pull on the sensor cable.
8. If needed, use a 6mm hex L-key in the concealed outlet fl ow device (1) hex opening to position the outlet body (2) so the set 

screw (3) can be installed.  Tighten set screw (3) until fl ush with the spout.
9. Re-install concealed outlet fl ow device (1).

Limited Three Year Warranty
(Commercial Applications)

 T&S warrants to the original purchaser (other than for purposes of resale) that such product 
is free from defects in material and workmanship for a period of three (3) years from the date of 
purchase.  During this three-year warranty period, if the product is found to be defective, T&S shall, 
at its options, repair and/or replace it.  To obtain warranty service, products must be returned to...

T&S Brass and Bronze Works, Inc.
Attn:  Warranty Repair Department

2 Saddleback Cove
Travelers Rest, SC  29690

 Shipping, freight, insurance, and other transportation charges of the product to T&S and the 
return of repaired or replaced product to the purchaser are the responsibility of the purchaser.  
Repair and/or replacement shall be made within a reasonable time after receipt by T&S of the 
returned product.  This warranty does not cover Items which have received secondary fi nishing 
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or have been altered or modifi ed after purchase, or for defects caused by physical abuse to or misuse 
of the product, or shipment of the products.
Any express warranty not provided herein, and any remedy for Breach of Contract which might arise, 
is hereby excluded and disclaimed.  Any implied warranties of merchantability or fi tness for a particular 
purpose are limited to three years in duration.  Under no circumstances shall T&S be liable for loss of 
use or any special consequential costs, expenses or damages.
 Some states do not allow limitations on how long and implied warranty lasts or the exclusion or 
limitation of incidental or consequential damages, so the above limitations or exclusions may not apply 
to you.  Specifi c rights under this warranty and other rights vary from state to state.

Attention California Residents:
     WARNING This product can expose you to chemicals including Lead, Chromium (hexavalent 

compounds) and Phthalates (DEHP) which are known to the State of California to cause cancer 
and birth defects or other reproductive harm.

For more information go to
www.P65Warnings.ca.gov.
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Outlet Flow Device (1)
Outlet Body (2)
Set Screw (3)
Sensor Wire Connector (4)
Sensor Assembly (5)


